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(f) A specimen of the dummy is avail-
able for surface measurements and ac-
cess can be arranged by contacting: Of-
fice of Vehicle Safety Standards, Na-
tional Highway Traffic Safety Admin-
istration, 400 Seventh Street, SW., 
Washington, DC 20590. 

[50 FR 25423, June 19, 1985]

§ 572.6 Head. 
(a) The head consists of the assembly 

shown as number SA 150 M010 in Figure 
1 and conforms to each of the drawings 
subtended by number SA 150 M010. 

(b) When the head is dropped from a 
height of 10 inches in accordance with 
paragraph (c) of this section, the peak 
resultant accelerations at the location 
of the accelerometers mounted in the 
head form in accordance with § 572.11(b) 
shall be not less than 210g, and not 
more than 260g. The acceleration/time 
curve for the test shall be unimodal 
and shall lie at or above the 100g level 
for an interval not less than 0.9 milli-
seconds and not more than 1.5 milli-
seconds. The lateral acceleration vec-
tor shall not exceed 10g. 

(c) Test procedure: 
(1) Suspend the head as shown in Fig-

ure 2, so that the lowest point on the 
forehead is 0.5 inches below the lowest 
point on the dummy’s nose when the 
midsagittal plane is vertical. 

(2) Drop the head from the specified 
height by means that ensures instant 
release onto a rigidly supported flat 
horizontal steel plate, 2 inches thick 
and 2 feet square, which has a clean, 
dry surface and any microfinish of not 
less than 8 microinches (rms) and not 
more than 80 microinches (rms). 

(3) Allow a time period of at least 2 
hours between successive tests on the 
same head. 

[38 FR 20451, Aug. 1, 1973, as amended at 42 
FR 7152, Feb. 7, 1977]

§ 572.7 Neck. 
(a) The neck consists of the assembly 

shown as number SA 150 M020 in Figure 
1 and conforms to each of the drawings 
subtended by number SA 150 M020. 

(b) When the neck is tested with the 
head in accordance with paragraph (c) 
of this section, the head shall rotate in 
reference to the pendulum’s longitu-
dinal centerline a total of 68° ±5° about 

its center of gravity, rotating to the 
extent specified in the following table 
at each indicated point in time, meas-
ured from impact, with a chordal dis-
placement measured at its center of 
gravity that is within the limits speci-
fied. The chordal displacement at time 
T is defined as the straight line dis-
tance between (1) the position relative 
to the pendulum arm of the head cen-
ter of gravity at time zero, and (2) the 
position relative to the pendulum arm 
of the head center of gravity at time T 
as illustrated by Figure 3. The peak re-
sultant acceleration recorded at the lo-
cation of the accelerometers mounted 
in the head form in accordance with 
§ 572.11(b) shall not exceed 26g. The pen-
dulum shall not reverse direction until 
the head’s center of gravity returns to 
the original zero time position relative 
to the pendulum arm.

Rotation (degrees) Time (ms) 
±(2+.08T) 

Chordal Dis-
placement 

(inches 
±0.5) 

0 ................................................. 0 0.0
30 ............................................... 30 2.6
60 ............................................... 46 4.8
Maximum ................................... 60 5.5
60 ............................................... 75 4.8
30 ............................................... 95 2.6
0 ................................................. 112 0.0

(c) Test procedure: (1) Mount the 
head and neck on a rigid pendulum as 
specified in Figure 4, so that the head’s 
midsagittal plane is vertical and coin-
cides with the plane of motion of the 
pendulum’s longitudinal centerline. 
Mount the neck directly to the pen-
dulum as shown in Figure 4. 

(2) Release the pendulum and allow it 
to fall freely from a height such that 
the velocity at impact is 23.5 ±2.0 feet 
per second (fps), measured at the cen-
ter of the accelerometer specified in 
Figure 4. 

(3) Decelerate the pendulum to a stop 
with an acceleration-time pulse de-
scribed as follows: 

(i) Establish 5g and 20g levels on the 
a–t curve. 

(ii) Establish t1 at the point where 
the rising a–t curve first crosses the 5g 
level, t2 at the point where the rising 
a–t curve first crosses the 20g level, t 2 
at the point where the decaying a–t 
curve last crosses the 20g level, and t4 
at the point where the decaying a–t 
curve first crosses the 5g level. 
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